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an integrated, time-sharing display so that information 
can be sequentially displayed on a single general purpose 
display device. 

Therefore, it is an object of this invention to provide 
an integrated, time-sharing method of displaying informa- 
tion. 

It is another object of this invention to provide an 
integrated time-sharing dispIay system. 

It is also an object of this invention to provide an inte- 
lo grated time-sharing method of displaying large quantities 

of information. 
It is another object of this invention to provide an inte- 

apparatus for dis- grated time-sharing display means for displaying large 
playing instrumentation in an integrated, time-sharing quantities Of information. 
manner. The method utilizes the principle that composite 15 It is yet another object of this invention to provide an 
displays may be formed by mixing static and dynamic integrated time-sharing method of displaying large quan- 
elemenls. The method comprises a technique for syn- tities of control information on a single general purpose 
thetically generating said elements through the selection display r ~ ~ z n s  for use by a Pilot of a spacecraft. 
and animation of fixed patterns from photographic trans- It is a further object of this invention to provide an 
parency storage. The ,method comprises the steps of: (1) 20 integrated time-sharing display means for displaying 
preparing fixed static pattern transparencies and fixed large quantities of control information on a single gen- 
dynamic pattern transparencies from instrumentation eral Purpose display means for use by the pilot of a 
mockup art work; (2) storing of said photographic trans- spacecraft. 
parencies within the apparatus; (3)  selecting of desired Additionally, a major problem in the manual control 
fixed static pattern and fixed dynamic patterns by the ap- 25 of aerospace vehicles is the implementation of instru- 
paratus; (4) selected dynamic patterns by the mentation displays for simulator research. Present in -  
apparatus; ( 5 )  displaying of said animated dynamic pat- PlementatiOn methods are encumbered by the long time 
terns conjunctively with said static patterns; and (6)  con- lags azd high cost of physical instrument development. 
trolling said displays in an integrated, time-shx~g man- Further encumberence is rendered by the inflexibility of 
ner so that a piurality of sequentially occurring conjunc- 30 single-purpose instrumentation. An additional disadvant- 
tive displays is provided. me apparatus comprises a age is that physical instruments chosen or developed fre- 
static pattern store, a dynamic pattern store, a pattern quently must be discarded subsequently because of poor 
animator, a static display device, a dynamic display de- Pilot Performance, pilot opinion, or vehicle design 
vice, and a changes. Hence, it is desirable to provide for a more ef- 
controls the selection of stored, static patterns for dispIay 3.3 fective, less Costly, and less time consuming means of 
on the static display device. n e  control means also con- creating dynamic instrument replicas for simulator 
trois the selection and animation of stored dynamic pat- evaluation. Such a means would be provided by a rapidly 
terns, through the pattern animator, for display on the programable, universal display which synthesizes desired 
dynamic display device. The combining of patterns from inStrUmentatiOn at  the control-display interface. 
the static display device and the dynamic display devi= *O Therefore, it is a further object Of this invention to 
is automatic. The composite display device, therefore, dis- Provide a rapidly programable method of displaying syn- 
plays an integrated or composite display. In addition, the thetic ins~mentat ion.  
control means, through its control of the selection of I t  is another object of this invention to provide a 
static and dynamic patterns and through the animation of rapidly programable display system for displaying syn- 
said dynamic patterns, controls a plurality of composite 'j thetic instrumentation* 
displays so that plurality of composites can be displayed I t  is also an object Of this invention to provide a mi- 
on &e colnposite dispiay device in a sequential time- versa1 tmethod of displaying synthetic instrumentation; 
sharing manner. Le., capable of the synthesis of a wide spectrum of dis- 

plays including symbolic and/or pictorial formats. 
I t  is another object of this invention to provide a uni- 

tion; Le., capable of the synthesis of a wide spectrum of 
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display device. A control 

50 
The invention described was made by an em- versal display system for displaying synthetic instmmenta- ployee Of the United States Government and may be 

manufactured and used by or for the governmental pur- 
poses without the payment of any royalties thereon or 
therefor. 

displays klcluding symbolic and/or pictorial formats. 

55 rapidly programable, universal method of displaying syn- 
BACKGROUND OF THE INVENTION thetic instrumentation for the use and/or evaluation of 

the pilot of a simulator. 
One of the major problems in the manual control of It is a further object of this invention to provide a 

aerospace vehicles is the display of vast quantities of in- rapidly programable, universal display system for dis- 
formation about spacecraft attitude. In addition, large 60 playing synthetic instrumentation for the use and/or 
amounts of information about the environment inside and evaluation of the pilot of a 
outside of the spacecraft must be displayed. Further, in- 
formation about the spacecraft's controls must be dis- 
played. In complex, multiphased missions, an astronaut In accordance with a principle of this invention, a 
must consume great qUantitiM Of Control information 65 method for displaying information is provided. n e  
about rapidly occurring events. In light of this informa- method comprises the steps of: (1) preparing fixed static 
tion, he must conrrol his space vehicle in a very exacting pattern transparencies and fixed dynamic pattern trans- 
manner. With conventional instrument arrays, the pilot parencies from instrumentation mockup work; ( 2 )  
must scan a plnrality of instruments to determine this storing of said photographic transparencies within the ap- 
control information. And, scanning increases the possibil- 70 paratus; (3 )  selecting of desired fixed static pattern and 
ity of misreading instruments as well as limits concentra- k e d  dynamic patterns by the apparatus; (4) animating 
tion and increases fatigue. Hence, it is desirable lo provide selected dynamic patterns by the apparatus ( 5 )  display- 

It is yet allother object of this invention to provide a 

SUMMARY OF TPIE INVENTION 
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ing of said animated dycamic patterns conjunctively with 
said static patterns; and (6) controlling said displays in 
an integrated time-sharing manner so that a plurality Of 
conjunctive sequentially occurring displays are provided. 

In accordance with a further principle of this invention, 
said static pattern is the static or background portion of 
an instrumentation display and said dynamic patterns 
are the dynamic portions of an instrumentation display. 

In accordance with another principle of this invention, 
said stored, fixed dynamic patterns are electronically ani- 
mated to convey movement in said integrated, time-shar- 
ing instrumentation display. 

In accordance with a further principle of this invention, 
an apparatus for carrying out the method is provided. 
The apparatus comprises a static p tkm store, a dynamic 15 FIG. 1 is a functional block diagram illustrating the 
pattern store, a pattern animator, a static display device, method of the invention and comprises: a control 1%; 
a dynamic display device, and a composite display device. static pattern store 12; a static display 19; a dynamic 
A control means controls the selection Of stored Static pattern store 14; a dynamic display 15; a pattern ani- 
patterns for display on the static display device. The con- mator 16; and a composite display 17. The control 11 has 
tIol means also controls the selection and animation of 20 three inputs; an aero space vehicle input; a manned input; 
stored dynamic patterns, through the pattern animator, and a program input. 
for display on the dynamic display device. The combining The aerospace vehicle input feeds data on the status of 
of patterns from the static display device and the dynamic the aero space vehicle into the control. This data may 
display device is automatic. The composite display de- relate to the attitude of the craft or, it may relate to in- 
vice, therefore, displays an integrated or composite dis- 25 ternal or external environment conditions. In addition, 
play. the data may relate to various reference points such as 

In accordance with another principle of this invention, Stars or the suI1. Moreover the data may relate to space- 
said static patterns and dynamic patterns can be stored craft conditions such as the amount of fuel on board or  
in plurality to provide for the synthetic generation of the level of charge in the batteries. 
a plurality of composite displays in a sequential, in- 30 The manned input is the input from the pilot of the 
tegrated, time-sharing manner. vehicle as created by his movement of the vehicle’s con- 

In accordancs with another principle of this invention, ~01s .  And, the program input is an input from a pre- 
the control means controls said static and dynamic dis- programmed means such as a digital tape or memory 
plays in an integrated, time-sharing manner so that a p h -  bank. 
rality of sequentially occurring composite displays can be 35 f i e  static pattern store $2 is used in the system to store 
displayed. a plurality of photographic transparencies containing the 

It will be appreciated by those skilled in the art and data backgrounds or sales  of the various instrumat 
others that the invention provides an uncomplicated SYs- readings to be displayed in sequential plurality on the 
tem for displaying large amounts of information, such as composite display 17. The desired background or static 
the readings of instruments, in an integrated, time-sharing 40 pattern photographic transparency is selected from the 
manner. It will also be appreciated by those skilled in the static pattern store 12 by the control 11 for display on 
art and others that the invention provides a programmable the static display 13. That is, for any information, such 
display system in which dynamic instrumentation con- as an instrument reading, to have meaning it is necessary 
figurations can be synthesized rapidly and changed at a that the reading be compared with a reference. The static 
low cost. Further, it will be appreciated by those skilled display 13 provides this reference. 
in the art and others that the invention provides a uni- 45 By way of example, the block representing the static 
versa1 display device having the capability of synthetical- pattern store 12 is shown to contain four (4) static pat- 
ly generating many @pes of symbolic, pictorial, and con- tern photographic transparencies. The photographic trans- 
ventional (scale-pointer) instrumentation displays from parency stored in the upper left hand comer of this block 
photographed art work. In general, all the invention re- is the one shown selected for display on the static dis- 
quires is a static pattern store, a dynamic pattern store, 50 play 13. In the upper left comer of the block representing 
a pattern animator, and a com,bination display. The static the static display 13 is the scale of a conventional meter, 
portion of the combination display may be the back- in the lower left corner is a linear scale and in the lower 
ground or scale display of an instrument or instruments center is a Cartesian coordinate axis. Above the Cartesian 
while the dynamic or animated portion of the combination coordinate axis is a specialized circular scale that, for 
display may be the reading of the instrument or instru- 55 example, could be a false horizon scale of the type that 
ments. is well known in the aircraft industry. On the right side 

It will also be appreciated by those skilled in the art of the static display block 13 is a contour type of dis- 
and others, that the invention elhinates many develop play which can be used, as hereinafter described, to com- 
ment instrumentation problems such as, for example: the pare a desired contour with an actual contour. That is, 
selection and/or design of many types of electromechani- 60 the background contour display could ‘be a desired con- 
cal instruments; the modification of meter faces or tapes; tour and the dynamic display as hereinafter described 
the construction and/or modification of servo-driven gear could be the actual contour. Above the contour display is 
trains; the construction of specialized meter driven cir- a vertical tape window with lubber lines which can be 
cuitry; and the modification of instrument display means used, as hereinafter described, to obtain a reading from a 
when a single display is utilized for a plurality of in- 65 vertically moving tape scale. That is, the background win- 
struments. dow display could provide the static reference and the 

dynamic display as hereinafter described could provide 
vertical scale motion, Le., reading . 

The dynamic pattern store 14 i s  used in the system to 
70 store a plurality of dynamic elements or patterns on a 

single photographic transparency or on a film transport. 
This store 14 contains those dynamic patterns necessary 
to convey the actual reading or indication for each of the 
items cantained in a single static Qr background display 

75 and for a plurality O f  said displays being conjunctively 

FIG. 2 is a partially blook and partially perspective di- 
agram illustrating one embodiment of the invention; 

FIG. 3 is a partially block and partially perspedve 
diagram illustrating a second embodiment of the inVen- 
tion; 

PIG. 4 is a partially blook and partially perspective di- 
agram illustrating a third emhdiment of the inven- 
tion; and 

FIG. 5 is a block diagram illustrating the overall SyS- 
tem of a general embodiment of the invention. 

DESCRIPTION OF THE PRJiWERRm 
EMBODIMENTS 

BRIW DIERIPTION OF THE DRAWINGS 
The foregoing objects and many of the attendant ad- 

vantages of this invention will become more readily a p  
preciated as the same becomes better undmstood by ref- 
erence to the following detailed description when taken 
in conjunction with the accompanying drawings wherein: 

FIG. 1 is a functional block diagram illustrating the 
method of the invention; 
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displayed on the static display 13 and on the composite system 21 is connected to the pattern animator 26, a sec- 
display 17 as described previously herein. ond output of the control system is connected to the static 

Each dynamic element stored in the dynamic pattern pattern store 25. One output of the pattern animator is 
store 14, which is desired for a specific composite, must connected to the dynamic display 29. The photomultipli- 
be selected and positioned on the dynamic display 15 to er-amplifier 35 is mounted so that light from the surface 
a nominal position in the display so as to superimpose of the flying spot scanner tube of the dynamic pattern 
with the correct static data on the composite display 17 store 23 is modulated by the density of the film stored 
and so as to provide an unperturbed indication in the dynamic element being scanned before impinging on ils 
absence of an animation control signal as hereinafter d e  photosensitive surface. The output of the photomultiplier- 
scribed. The dynamic patterns stored in the dynamic amplifier is connected to the input of the dynamic display 
pattern store 14, also, being fixed and static in nature 29, which as the perspective drawing shows, is preferably 
as stored on photographic film, require some means of at- a cathode ray tube display. 
taining motion appropriate to relate instrumentation read- The first vidicon camera 27 is mounted so as to scan 
ings on the composite display 17. This motion is attained the pattern displayed on the static pattern store’s display 
electronically by the control If through the pattern surface. The second vidicon camera 30 is mounted so 
animator 16. Thus, it can be seen that dynamic pattern as to scan the animated dynamic patterns displayed on 
selection, dynamic pattern location for display, and dy- the dynamic display 29. The outputs from these vidicon 
namic pattern animation for display is achieved by the cameras 27 and 30 are separately connected io inputs of 
control 11 through the pattern animator 16 in conjunc- the mixer 31. The output from the mixer is connected 
tion with the dynamic pattern store 14 and the dynamic 20 to the composite display 33. 
display IS. As stated above, the dynamic pattern store 23 is pref- 

The dynamic display 15 displays the actual reading erably a random access flying spot film scanner. More 
for each of the items contained in the static or background specifically, the dynamic pattern store is a device having 
display and the composite display 17. For example, in a plurality of dynamic elements or patterns in its transpar- 
the upper left corner of the dynamic display block 15 is 25 ency film plane. These elements can be selectively scanned 
an arrow which when used with the conventional meter and animated in accordance with the electronic controls 
scale of the static display provides an instrument reading. applied to the device. The coiltrol function is performed 
This composite is illustrated in the upper left corner of by the pattern animator 26 in conjunction with the con- 
the composite display 17. Similarly, the linear scale read- trol system 21. 
ing illustrated in the lower left corner of the dynamic $0 As also stated above, the static pattern store 25 is pref- 
display when combined with the linear scale of the static erably a random access slide projector. The control sys- 
display 13 provides an understandable linear scale read- tem 21 determines what slide is being displayed at any 
ing of the type illustrated in the lower left corner of the particular time. 
composite display 17. As described with respect to FIG. 1, the static pattern 

An irregular display containing a dot is illustrated in :s store 25 displays the background pattern, such as an in- 
the lower center portion of the dynamic display 1 5  strument scale, while the pattern for the instruments in- 
When this irregular display is combined with the Carte- dicator is selected from dynamic pattern store 23 and is 
sian coordinate axis of static display 13, the composite dis- animated by the pattern animator 26 before display on 
play illustrated in the lower center of the composite dis- the dynamic display 29. This indicator or dynamic pat- 
play 17 is provided. And, the short horizontal line illus- 40 tern is mixed in the mixer 31 with the static display so 
trated in the upper portion of the dynamic display 1J that a composite overall instrument reading is displayed 
when combined with the specialized meter display of the on the composite display 33. 
static display 13 provides the composite display illus- Because the dynamic display patterns are mechani- 
trated in the upper center portion of the COnlPosite dis- cally stationary in the dynamic pattern store 23, it is 
play 17. The dotted contour b e  display of the dynamic 45 necessary to electronically manipulate them in some 
display 15 combines with the contour display of the static manner so that the correct instrument readings are shown. 
display 13 to provide the overall display in the right Por- More specifically, it may be that a siiigle dynamic pattern 
tion of the composite display 17. And, the moving tape is to be used with two or more static patterns and thus, 
or scale display of the dynamic display 15 combines with must be displayed in an animated mannei two or more 
the lubber line window display of the static display 13 50 times. Further, as instrument readings change, the loca- 
to provide the overall display in the right WPer Portion tion, aspect, structure, and/or magnification of each dy- 
of the composite display 17. namic element in the dynamic display 29 must change. 

It will be appreciated from the foregoing description, For example, the arrow illustrated in the upper left corner 
that the invention is an “electronic animation” technique of the dynamic block 15 of FIG. 1 must move to various 
for displaying instrument readings or other similar types 55 radial positions; also, the linear indicator illustrated in 
of data. A static or background display which may be the lower left corner must lengthen and shorten. These 
the scale of the instrument is combined with a dynamic changes in position and size are performed by the paitern 
display which may be the scale reading. And, the com- animator 26 in conjunction with the dynamic pattern 
bined display is displayed on a composite display means. stofe 23 and the dynamic display 29. That is, an anima- 
The composite display means can be a cathode ray tube, G Q  tion of the dynamic patterns occur so that compatible 
for example. actual instrument readings are displayed when the dy- 

FIG. 2 illustrates a preferred embodiment of the ap- namic patterns are combined with the static patterns. 
paratus of the invention that comprises: a control system The mixer 31 mixes the static pattern signals from the 
21; a dynamic pattern store 23; a static pattern store 25; first vidicon with the dynamic pattern signals from the 
a pattern animator 26; a vidicon camera 27; a dynamic 65 second vidicon. Hence, the output from the mixer is a 
display 29; a second vidicon camera 3Q; a mixer 31; a combined signal. The combined signal is displayed on the 
composite display 33; and a photomultiplier-amplifier composite display which, preferably, is a TV or cathode 
35. The static and dynamic stores store appropriate static ray tube display. 
and dynamic displays of the type illustrated in the static It will be appreciated by those skilled in the art and 
and dynamic display blocks of FIG. 1. As perspectively 70 others that the overall system is rather uncomplicated. 
illustrated in FIG. 2, the dynamic pattern store is pre€er- The apparatus of the invention merely combines a static 
ably a‘flying spot film scanner tube and the static pattern background pattern such as an instrument scale wi(J1 
store is a slide projector. a dynamic pattern such as an instrument indicator. While 

The control system 21 has a manned input, a program both the static and dynamic patterns are initially station- 
input, and a spacecraft input. One output of the control 75 ary, the dynamic pattern, as illustrated in FIG. 2, is eke- 



7 
tronically manipulated by a pattern animator to provide 
an actual variable instrument reading on a composite 
display. 

The control system 21, controls which instrument dis- 
play of a plurality of possible instrument displays is 
actually displayed. In addition, the control system deter- 
mines the sequence of displays, the time of each display 
and any other functions of the display. More specifically, 
the program input to the control system 28 sets up the 
control system 22 so that it will control the composite 
display in accordance with a predetermined program. 

The control system 21 controls the pattern animator 
26 and the static pattern store. That is, after the choice 
has been made about what intrument reading is to be 
displayed, the control system selects the appropriate back- 
ground pattern. I t  also controls the random access flying 
spot film scanner (dynamic pattern), through the pattern 
animator, so that the appropriate dynamic pattern is 
scanned. Further, the control system 21 controls the pat- 
tern animator 26 so that the dynamic pattern is suitably 
manipulated as hereinabove described. In addition to 
controlling the selection of patterns and animation by 
the pattern animator 26, the control system also controls 
the timing of all subsystems so that when the signals are 
mixed by the mixer, a uniform composite display is cre- 
ated. 

The dynamic dispiay 29 and the second vidicon camera 
30 of FIG. 2 comprise a non-storage scan converter in 
which dynamic elements are positioned into the correct 
geometrical array and are animated by the dynamic dis- 
play utilizing individual scanning rasters. The animated 
patterns are converted into a television format by the 
single scanning raster of the second vidicon camera 30 
for simple video mixing of static and dynamic display 
elements by the mixer 31. The advantages of this embodi- 
ment over embodiments hereinafter described is pro- 
vided by the above described non-storage scan conversion 
technique. These advantages are: flicker free dynamic ele- 
ment generation and capability for remote distribution 
of the composite display 33. 

FIG. 3 illustrates an alternate embodiment of the in- 
vention that comprises all the elements of FIG. 2 with 
the exception that the dynamic display 29 and the second 
vidicon camera 30 are replaced by a recording storage 
tube scan converter 28. The method of attaining the cor- 
rect geometrical array of animated dynamic patterns with 
the scan converter of FIG. 3 is identical with the method 
of FIG. 2, with the exception that in the recording storage 
tube of FIG. 3, the animated patterns are not displayed, 
but rather stored in the form of charge patterns on two di- 
mensional stored dielectric coated storage screen. The 
stored charge patterns are converted into television video 
signals by utilizing a single scanning raster. Specifically, 
an electronic scanning beam passes through the dielectric 
storage mesh, is modulated by the stored charge, and is 
collected by a collecting anode as a television signal. 

The advantage offered by the recording storage tube 
scan converter 28 of the embodiment of FIG. 3 is long 
term dynamic pattern storage allowing low animation 
rates for slowly varying parameters. However, this em- 
bodiment is not suitable for high animation rates (15 to 60 
Hz., for example) because of flicker in the dynamic dis- 
play at these rates. 

FIG. 4 illustrates still another alternate embodiment of 
the invention that comprises all the elements of FIG. 3 
with the exception that the scan converter 28, the first 
vidicon camera 2'7, the mixer 31, and the composite dis- 
play 33 are replaced with a single composite display 34. 
In this composite display 34, the static display is optically 
displayed onto the face of the composite display cathode 
ray tube rather than passing through a vidicon tube and 
video mixer. Hence, the FIG. 4 embodiment is someuhat 
less complicated, and therefore, less expensive than the 

8 
FIG. 2 or FIG. 3 embodiments. Advantages offered by 
the optical-electronic composite display technique are : 
the capability of color display of static patterns and the 
elimination of scan conversion equipment. However, the 
composite display itself is expensive because of the re- 
quirement for a wide angle, wide bandwidth deflection, 
system for the display of randomly positioned and ani- 
mated dynamic element display scans. In addition, the 
FIG. 4 embodiment does not allow for remote distribu- 
tion of composite displays on inexpensive television moni- 
tors. 

FIG. 5 illustrates in block form the overall system of 
the invention and includes a more specific illnstration of 
the control portion of the invention. The embodiment 

15 illustrated in FIG. 5 includes: a control system 61; a 
select system 63 including a select modifier 65, a back- 
ground pattern select 67, a write select 69, and a erase 
select 78; a spacecraft control 73; a random access film 
scanner 75; a background pattern film scanner 77; a raster 

20 generator 79; a scan modifier and positioner 81; a scan 
converter 83; a mixer 85; and a display 87. In addition, 
the overall system includes an analog or digital computer 
(not shown). 

Signals from the analog or digital computer and pro- 
25 grammed inputs are applied to inputs of the control sys- 

tem. The spacecraft control 73 generates signals which 
are applied to the analog computer so that the analog 
computer is aware of the condition and the movement of 
the controls. In addition, some of the spacecraft control 

30 signals are applied to the control system 61. 
One input from the control system 61 is connected to 

the scan modifier and positioner 81. A second output from 
the ccntrol system is connected to: inputs of the scan 
modifier select 65, background pattern select 67, write 

33 select 69, erase select 71, of the select system 63; the 
input of the random access film scanner 75; and the 
input of the scan converter 83. A third output of the 
control system 61 is connected to the input of the back- 
ground pattern film scanner 77. 

The output from the scan modifier select 65 is con- 
nected to the second input of the scan modifier and posi- 
tioner $1. The output of the background pattern select 67 
is connected to a second input of the background pattern 
film scanner 77. 

The output from the write select is connected to an 
input of the raster generator 79. The output from the 
erase select 711 is connected to a second input of the raster 
generator '79. The output from the raster generator 79 
is connected to a second input of the random access film 

50 scanner 75 and to a third input of the scan modifier and 
positioner 81. 

The ouput from the random access film scanner is 
connected to a second input of the scan converter 83. 
One output from the scan modifier and positioner 81 is 

55 connected to a third input of the scanner converter 83. 
The second output from the scan modifier and positioner 
81 is connected to a third input of the random access 
film scanner 75. The output from the scan converter is 
connected to one input of the mixer and the output from 

6o the background pattern film scanner 74 is connected to a 
second input of the mixer. The output from the mixer is 
connected to the display 87. 

It will be appreciated that the analog or digital COM- 
puter contains data from various spacecraft sources as 

65 well as from the spacecraft control 73. For example, the 
analog or digital computer will receive data on environ- 
mental conditions around the spacecraft if such condi- 
tions are to be displayed. Alternatively, the analog coni- 
puter will obtain data on spacecraft conditions, such as 
fuel on board or  data battery charge. Still further, the 
analog or digital computer will receive data on the attitute 
of the spacecraft. The analog or digital computer applies 
these signals to the control system. The control system 

.la generates control signals in accordance with the snaca- 

40 

43 
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craft control input, the programmed input and the analog 
or digital computer input. 

The control signals determime which of a plurality of 
instrument displays are to be displayed on display 87 and 
the sequence of those displays. Specifically, the control 
system through its conn&ions to the select system .63, 
the random access fdm scanner 75 and the scan con- 
verter 83 controls a dynamic display in the 'manner cde- 
scribed in respect to FIGS. 2, 3, and 4. That is, the scan 
modifier selest .65 determines the modification of the dy- 
namic scan that must be performed for a particular dis- 
play. This signal is apIjlied To $he scan modifier and 
positioner 81 to perform the approrpriate scan rnodifica- 
tion. In addition, the write select 69 of the select system 
63 determines when a scan should -be written. This select 15 
portion controls the raster genera- '79 .to create the ap- 
propriate writing scan. Similarly, the erase select 71 of the 
select system 63 determines when the display should be 
erased. After a write or an erase selection has been made, 
the raster generator writes or erases in accordance with 20 
the selection. It writes by applying sweep and positioning 
signals to the random access film scanner 75 and sweep 
and positioning signals to the scan modifier and posi- 
tioner 81. 

scan modifier select signal and write select signal. It 
thereafter applies a signal to the scan converter 83 to 
control the conversion by the scan converter. Simul- 
taneously, the random access film scanner 75 is applying 
a dynamic display signal to the scan converter 83. Also 30 
simultaneously, the control system 61 is applying a con- 
trol signal to the scan modifier and positioner 81 and to 
the scan converter 83. Hence, suitable control, dynamic 
and scan signals are applied to the scan converter 83 and 
it generates a modified dynamic display. 

During the period of time that the dynamic display is 
being generated, the background pattern film scanner 77 
is being controlled by the background pattern select 67 
and the control system 61 to generate the background or 
static display. The static display and the dynamic display 40 
are mixed in the mixer 85, which is preferably a video 
mixer, and applied to the display 87. Preferably, the dis- 
play 87 is a cathode ray tube or television type of display. 

It will be appreciated that the invention is a system for 
controlling the displaying of instrumentation or other like 45 
data on a single display system. That is, a multitude of 
separate displays can be displayed in a sequential fashion 
on a single general purpose display instrument such as 
cathode ray tube. By providing background instrument 
scales ar,d dynamic instrument readings, integrated com- 50 
posite displays are provided. 

It will be appreciated by those skilled in the art and 
others that the foregoing description has described the 
general concept of the invention and an apparatus for 
carrying out the concept. However, numerous modifica- 55 
tions may be made in light of the disclosure. In addition, 
while the invention has been generally described for use 
on a aerospace vehicle or simulator, it has broader ap- 
plication. Specifically, the invention is useful in any en- 
vironment where a large quantity of recurring data, such 60 ray tube. 
as instrument readings, must be displayed. Hence, the 
invention may be practiced otherwise than as specifically 
described herein. 

manner SQ that a plurality of sequentially occurfing 
conjunctive displays is provided. 

2. A method as claimed *in claim 1, wherein said static 
display pattern is an instrument scale &splay and said 
.dynamic display pawem is an instrument reading display. 
3. A method as claimed in claim 1 wherein said static 

display pattern is a pictorial reference and said dynamic 
display pmem is a symbolic or pictorial .cweday or in- 
dicator display. 

4. Ayparatus for displaying data in an integrated, time- 
sharing manner comprising: 

static display storage means for storing and displaying 
static display patterns; 

dynamic display storage means fpr storing and dis- 
playing dynamic display patterns; 

animation means operatively co-acting .with said dy- 
namic storage display means for animating said dy- 
namic displays; 

composite display means connected t o  said static and 
dynamic storage display means for displaying a com- 
posite display; .and 

contro1,means cmme&ed :to said .animation means and 
said static storage display means for selecting static 
and dynamic displays and for controlling their dis- 
play means. 

5. qpparatus as claimed in claim 4 wherein said static 
display storage means includes a random access slide 
projector and a vidicon camera, said camera mounted so 
as to scan the display surface of said slide projector. 

6. Apparatus as claimed in claim 5 wherein said 
dynamic display storage means includes a random access 
flying spot film scanner. 
7. Apparatus as claimed in claim 6 wherein said anima- 

tion means includes an electronic signal conversion system 

8. Apparatus as claimed in claim 7 wherein said com- 

9. Apparatus as claimed in claim 8 wherein said con- 

a control system having control inputs, said control 
system connected to said random access slide pro- 
jector and said flying spot film scanner for controlling 
the selection of patterns from storage in said random 
access slide projector and said flying spot film scan- 
ner. 

10. Apparatus as claimed in claim 9 wherein said 

a photomultiplier-amplifier mounted so as to detect 
light emitting from the surface of said random access 
flying spot film scanner; and 

a scan converter having a signal input connected to the 
output of said photomultiplier-amplifier and a con- 
trol input connected to said animation means and an 
output connected to said composite display means. 

11. Apparatus as claimed in claim 10 wherein said 
composite display means includes a mixer having one 
input connected to  the output of said scan converter and 
a second input connected to the output of said vidicon 
camera and having an output connected to said cathode 

12. Apparatus as claimed in claim 9 wherein said elec- 

a photomultiplier-amplifier mounted so as to detect 
light emitting from the surface of said random access 
flying spot film scanner; 

a dynamic display connected to the output of said 

a second vidicon camera mounted so as to  scan the 
patterns; 7o display surface of said dynamic display and having 

an output connected to said composite display means. 
13. Apparatus as claimed in claim 12. wherein said 

composite display means includes a mixer having a pair 
of inputs connected to the outputs of said vidicon cameras 

At this point, the scan modifier and positioner has a 25 

35 for converting dynamic displays. 

posite display means includes a cathode ray tube. 

trol means comprises: 

electronic simal conversion system includes: 

tronic signal conversion system includes: 

What is claimed is: 
1. An electronic animation method of displaying data 65 

in an integrated, time-sharing manner comprising the 
steps of: photomultiplier-ampliiier; and 

preparing static display patterns and dynamic display 

storing said static and dynamic display patterns; 
selecting and displaying a specific static pattern; 
selecting, animating, and displaying a specific dynamic 

pattern conjunctively with the static pattern; and 
controlling said displays in an integrated, time-sharing 75 and an output connected to said cathode ray tube. 
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14. Apparatus for displaying instrumentation in an 

a control system adapted to receive inputs from a com- 
puter and from a preprogrammed source, said con- 
trol system also receiving inputs from a control select system comprises: 
source where said control source also applies signals 
to said computer; 

a select system connected to an output of said control 
system; 

a scan modifier and positioner connected to an output 
of said select system and to an output of said control 
system; 

a random access film scanner connected to an output of 
said control system and to an output of said scan 
modifier and aositioner: 1.5 References Cited 

said scan converter and said backgroucd pattern film 
scanner; and 

a display connected to the output of said mixer, 
15. Apparatus as claimed in claim 14 wherein said 

a scan modifier select having its output connected to 
the input of said scan modifier and positioner; 

a background pattern select having its output connected 
to the input of said background pattern film scanner; 

a write select having its output connected to an input 
of said raster generator; and 

an erase select having its output connected to an input 
of said raster generator. 

integrated, time-sharing manner comprising: 

L" 

a raster generator Connected to an output of said select 
system and having its outputs connected to said ran- 

and positioner; 
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of said control system, said random access film 
scanner, and said scan modifier and positioner; 

a background pattern film scanner having its inputs con- 
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